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ClassicLOOK

sempre visibile
La colonnina di segnalazione  

La colonnina di segnalazione più 

semplice e veloce da assemblare
ed installare

Estremamente luminosa con il massimo della visibilità 
anche in condizioni difficili

No punti ciechi grazie alla visibilità completa
della lente OmniView   

    Numero minimo di componenti assemblabili in modo 
semplice senza il rischio di smarrire parti piccole.

assemblaggio.
Componenti marchiati per una maggiore facilità di

Risparmia il 50% del tempo di assemblaggio ed installazione.

elimina il rischio di errori nell'installazione.
L'assemblaggio semplicissimo ad avvitamento e scatto

KombiSIGN 40 
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DesignLOOK

offre il massimo della flessibilità con
il numero inferiore di varianti

La colonnina di segnalazione che 

effetti luminosi in uno e con un solo codice articolo 

versione più adatta per la vostra applicazione.

L'elemento luminoso Multicolor offre 7 colori tra cui scegliere.

La colonnina di segnalazione robusta 

per resistere a qualunque ambiente

applicazioni più esigenti.
Design robusto e stabilità meccanica ideali per le 

La protezione IP66 evita a polvere ed acqua di entrare. 
KombiSIGN 40 sopporta anche i forti spruzzi d'acqua.  

in un unico elemento.

elemento.

Gli effetti luce sono semplici da impostare con gli
interruttori dip.

Gli elementi luminosi TwinLIGHT e TwinFLASH offrono due 

DesignLOOK e ClassicLOOK consentono di scegliere la 

DesignLOOK con lente trasparente e LED colorati e 
ClassicLOOK con lente colorata.

TwinLIGHT combina luce permanente e lampeggiante

TwinFLASH combina un flash LED ed uno EVS in un unico
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630/634/635 KombiSIGN 40

Bracket for 
assembly on alu-
minium profiles
Order no. 
960 630 02

Bracket for 
assembly on alu-
minium profiles
Order no. 
960 630 06

Adapter for tube 
mounting
Order no.
630 830 00

Adapter for tube 
mounting
Order no.
630 730 00

Terminal element 
Order no. 
630 800 75

Terminal element 
Order no. 
630 800 75

Terminal element 
Order no. 
630 800 75

Terminal element 
Order no. 
630 700 75

Terminal element 
Order no. 
630 700 75

Terminal element 
Order no. 
630 700 75

Adaper for single 
hole mounting
Order no. 
630 820 00

Adapter for single 
hole mounting
Order no. 
630 720 00

Adapter for base 
mounting
Order no. 
630 810 00

Adapter for base 
mounting
Order no. 
630 710 00

This is how you can assemble your signal tower

 STEP 1
Select the required 
optical or audible 
elements.

Order numbers can be 
found on page 5-6.

 STEP 4
Select tube extensions 
as required.

 STEP 3
Where appropriate, 
select the bracket.

The Signal Devices Site on 
the internet:  
www.werma.com

TIP

 STEP 2
Select the terminal 
element and appropri-
ate mounting solution 
for your application.

Single Hole 
Mounting

Single Hole 
Mounting

Tube
Mounting

Tube
Mounting

Base
Mounting

Base
Mounting

Audible Signal Element

• 8 tone siren
• 2 tone siren

Optical Signal Elements

• TwinLIGHT
• TwinFLASH
• LED Permanent light element   
   multicolour

Bracket for 
concealed cable 
entry
Order no. 
960 630 01

Bracket for 
concealed cable 
entry
Order no. 
960 630 05

 STEP 5
Where appropriate, 
select the bracket and 
the contact box.

Extension tube 
Order no.  960 630 07

Extension tube  
Order no. 960 630 03

Optional:

Further accessories can be found in our main catalogue or at www.werma.com.

ClassicLOOK DesignLOOK

+ + + + + +
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+60°C

-30°C

IP 66

 TECHNICAL SPECIFICATIONS:

 ORDER SPECIFICATIONS:

Dimensions (Ø x Height):
Lens:

TwinLIGHT

Light effects:

Voltage:

Current consumption:

TwinFLASH

Light effects:

Voltage:

Current consumption:

Multicolour

Light effect:

Colours:

Voltage:

Current consumption:

40 mm x 58,6 mm
PC, transparent

LED Permanent or Blinking light, can be set via DIP-Switch
24 V AC/DC
50 mA

LED Flash light or EVS, can be set via DIP-Switch
24 V DC
65 mA

LED Permanent light
Red, yellow, green, blue, white, violet, turquoise
24 V DC
100 mA

red
green
yellow
white
blue

Pre-assembled signal tower

green/yellow/red

red
green
yellow
white
blue

Multicolour

clear

ClassicLOOK

634 110 75

634 210 75

634 310 75

634 430 75

634 510 75

639 300 01

634 120 55

634 220 55

634 320 55

634 440 55

634 520 55

634 450 55

DesignLOOK

634 130 75

634 230 75

634 330 75

634 430 75 

634 530 75

639 301 01

634 140 55

634 240 55

634 340 55

634 440 55

634 540 55 

634 450 55

Available: 1st Quarter 2016

 TECHNICAL DIAGRAMS: see page 20

KombiSIGN 40 Signal Tower

in ClassicLOOK

KombiSIGN 40 Signal Tower

in DesignLOOK

630/634/635 KombiSIGN 40 - Elementi ottici
• No punti ciechi con la lente  

per scegliere la versione più 

applicazione
appropriata  per  la  propria 

combinano due effetti luce in un 

elemento
Omniview 

• DesignLOOK e ClassicLOOK 

• TwinLIGHT e TwinFLASH  
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+60°C

-30°C

IP 66 95 dB

 TECHNICAL DIAGRAMS

 see page 20 + 21

 ORDER SPECIFICATIONS:

 TECHNICAL SPECIFICATIONS:

2 Tone Siren

8 Tone Siren

ClassicLOOK

635 800 75

635 810 75

DesignLOOK

635 700 75

635 710 75

Available: 1st Quarter 2016

8 tone KombiSIGN 40 siren 

in DesignLOOK

2 tone KombiSIGN 40 siren 

in ClassicLOOK

Housing:

2 Tone Siren

Dimensions (Ø x Height):
Sound output:

Tone type:

Voltage:

Current consumption:

8 Tone Siren

Dimensions (Ø x Height):
Sound output:

Tone type:

Voltage:

Current consumption:

PC

40 mm x 45 mm
85 dB
Continuous or pulse tone, can be set via DIP-Switch
24 V AC/DC
80 mA

40 mm x 68 mm
89-95 dB, can be set via DIP-Switch
8 tones, can be set via DIP-Switch
24 V AC/DC
200 mA

630/634/635 KombiSIGN 40 - Elementi acustici
• Sirena 2 toni 85dB
• Tono continuo o intermittente  

aggiustabile con interruttore DIP

• Sirena 8 toni con 89 - 95dB  

aggiustabile con interruttore DIP

• 8 toni selezionabili
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+60°C

-30°C

IP 66

 TECHNICAL DIAGRAMS

 see page 19 + 20 + 23

 ORDER SPECIFICATIONS:

 TECHNICAL SPECIFICATIONS:

 ACCESSORIES:

Bracket for assembly on aluminium profiles
Bracket for concealed cable entry

Terminal element

Dimensions (Ø x Höhe):
Housing:

Fixing:

Seal:

Number of 

modules possible:

Voltage:

Adapter for base mounting

Dimensions (Ø x Height):
Material:

Adapter single hole mounting

Dimensions (Ø x Height):
Material:

Adapter tube mounting

Dimensions (Ø x Height):
Material:

40 mm x 40 mm
PC
Base mounting, Single hole mounting, Tube mounting 
Pre-mounted with each module

Max. 5
24 V AC/DC

40 mm x 112 mm
PC

40 mm x 113 mm
PC

40 mm x 165 mm
PC

Terminal element
Adapter for base mounting

Adapter for single hole mounting

Adapter for tube mounting

ClassicLOOK

630 800 75

630 810 00

630 820 00

630 830 00

ClassicLOOK

960 630 02

960 630 01

DesignLOOK

630 700 75

630 710 00

630 720 00

630 730 00

Available: 1st Quarter 2016

DesignLOOK

960 630 06

960 630 05

KombiSIGN 40 DesignLOOK 

assembly adapter for 

single hole mounting

KombiSIGN 40 ClassicLOOK 

assembly adapter for 

base mounting

KombiSIGN 40 DesignLOOK 

assembly adapter for 

tube mounting

630/634/635 KombiSIGN 40 - Elementi terminali 
• La giusta soluzione per ogni 

installazione


