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How to assemble your KombiSIGN 72 signal tower

Tube Mounting Tube MountingBase Mounting Base Mounting

Audible Signal Element

• 2 tone siren

Optical Signal Elements

• TwinLIGHT
• TwinFLASH

IO Link terminal element

Base with 
integrated 
tube
Order no.
960 000 51

Base with 
integrated 
tube
Order no.
975 840 10

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 975 840 90

Base for Tube, metal
Order no. 975 840 91

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 960 000 50

Bracket for base mounting
Order no. 960 000 02

Bracket for base mounting
Order no. 960 000 53

Bracket for 1-sided mounting
Order no. 975 840 85

Bracket for 1-sided mounting
Order no. 960 000 52

Bracket for 2-sided  mounting
Order no. 975 840 86

Bracket for base mounting 
with concealed cable 
entry
Order no. 960 000 14

Bracket for base 
mounting with 
concealed cable entry
Order no. 960 000 55

Bracket for tube 
mounting
Order no. 960 000 01

Bracket for tube 
mounting
Order no. 960 000 54

Terminal element with  
CAGE CLAMP® technology
Order no. 640 800 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 900 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 810 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 910 00

 STEP 1
Select the required 
optical or audible 
elements in the correct 
voltage (for details see 
page 35).                                                          

 STEP 4
Where appropriate, 
select a base and the 
desired tube length (only 
for tube mounting) (For 
details see page 64).

 STEP 5
Where appropriate, 
select the bracket 
and the contact box 
(for details see page 
64).

Look at the signal de-
vice section on: 
www.werma.com

With the new signal 
tower configurator you 
can put together your 
own individual signal 
tower.

 STEP 2
Select the appropriate 
mounting option for 
your application.

 STEP 3
Select the correct ter-
minal element for your 
mounting option 
(for details see page 
37).

Further accessories can be found in our main catalogue page 64 or at www.werma.com.
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Base mounting

Order no. 
260 700 01

Installation mounting
M22

Order no.  
260 700 03

Installation mounting
PG 29

Order no.  
260 700 04

Tube mounting

Order no.  
260 700 05

Bracket mounting 
with cable gland

Order no.  
260 700 06

Bracket mounting

Order no.  
260 700 07

12 V AC/DC
TwinLIGHT TwinFLASH

Order No. Order No.

460 110 74 460 120 74

460 210 74 460 220 74

460 310 74 460 320 74

460 410 74 460 420 74

460 510 74 460 520 74

115-230 V AC
TwinLIGHT TwinFLASH

Order No. Order No.

460 110 60 460 120 60

460 210 60 460 220 60

460 310 60 460 320 60

460 410 60 460 420 60

460 510 60 460 520 60

24 V AC/DC
TwinLIGHT TwinFLASH

Order No. Order No.

460 110 75 460 120 75

460 210 75 460 220 75

460 310 75 460 320 75

460 410 75 460 420 75

460 510 75 460 520 75

Quick-Finder EvoSIGNAL Mini - Combinations

+  M o u n t i n g  a d a p t e r  (compulsory!)
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How to assemble your KombiSIGN 72 signal tower

Tube Mounting Tube MountingBase Mounting Base Mounting

Audible Signal Element

• 2 tone siren

Optical Signal Elements

• TwinLIGHT
• TwinFLASH

IO Link terminal element

Base with 
integrated 
tube
Order no.
960 000 51

Base with 
integrated 
tube
Order no.
975 840 10

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 975 840 90

Base for Tube, metal
Order no. 975 840 91

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 960 000 50

Bracket for base mounting
Order no. 960 000 02

Bracket for base mounting
Order no. 960 000 53

Bracket for 1-sided mounting
Order no. 975 840 85

Bracket for 1-sided mounting
Order no. 960 000 52

Bracket for 2-sided  mounting
Order no. 975 840 86

Bracket for base mounting 
with concealed cable 
entry
Order no. 960 000 14

Bracket for base 
mounting with 
concealed cable entry
Order no. 960 000 55

Bracket for tube 
mounting
Order no. 960 000 01

Bracket for tube 
mounting
Order no. 960 000 54

Terminal element with  
CAGE CLAMP® technology
Order no. 640 800 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 900 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 810 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 910 00

 STEP 1
Select the required 
optical or audible 
elements in the correct 
voltage (for details see 
page 35).                                                          

 STEP 4
Where appropriate, 
select a base and the 
desired tube length (only 
for tube mounting) (For 
details see page 64).

 STEP 5
Where appropriate, 
select the bracket 
and the contact box 
(for details see page 
64).

Look at the signal de-
vice section on: 
www.werma.com

With the new signal 
tower configurator you 
can put together your 
own individual signal 
tower.

 STEP 2
Select the appropriate 
mounting option for 
your application.

 STEP 3
Select the correct ter-
minal element for your 
mounting option 
(for details see page 
37).

Further accessories can be found in our main catalogue page 64 or at www.werma.com.
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How to assemble your KombiSIGN 72 signal tower

Tube Mounting Tube MountingBase Mounting Base Mounting

Audible Signal Element

• 2 tone siren

Optical Signal Elements

• TwinLIGHT
• TwinFLASH

IO Link terminal element

Base with 
integrated 
tube
Order no.
960 000 51

Base with 
integrated 
tube
Order no.
975 840 10

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 975 840 90

Base for Tube, metal
Order no. 975 840 91

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 960 000 50

Bracket for base mounting
Order no. 960 000 02

Bracket for base mounting
Order no. 960 000 53

Bracket for 1-sided mounting
Order no. 975 840 85

Bracket for 1-sided mounting
Order no. 960 000 52

Bracket for 2-sided  mounting
Order no. 975 840 86

Bracket for base mounting 
with concealed cable 
entry
Order no. 960 000 14

Bracket for base 
mounting with 
concealed cable entry
Order no. 960 000 55

Bracket for tube 
mounting
Order no. 960 000 01

Bracket for tube 
mounting
Order no. 960 000 54

Terminal element with  
CAGE CLAMP® technology
Order no. 640 800 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 900 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 810 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 910 00

 STEP 1
Select the required 
optical or audible 
elements in the correct 
voltage (for details see 
page 35).                                                          

 STEP 4
Where appropriate, 
select a base and the 
desired tube length (only 
for tube mounting) (For 
details see page 64).

 STEP 5
Where appropriate, 
select the bracket 
and the contact box 
(for details see page 
64).

Look at the signal de-
vice section on: 
www.werma.com

With the new signal 
tower configurator you 
can put together your 
own individual signal 
tower.

 STEP 2
Select the appropriate 
mounting option for 
your application.

 STEP 3
Select the correct ter-
minal element for your 
mounting option 
(for details see page 
37).

Further accessories can be found in our main catalogue page 64 or at www.werma.com.

KombiSIGN 72 ǀ Torretta di segnalazione modulare
Componenti e assemblaggio

Per ulteriori accessori o per maggiori informazioni puoi contattare il nostro Ufficio Tecnico.

► 1 

► 2 

► 3 

► 4 

► 5 
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How to assemble your KombiSIGN 72 signal tower

Tube Mounting Tube MountingBase Mounting Base Mounting

Audible Signal Element

• 2 tone siren

Optical Signal Elements

• TwinLIGHT
• TwinFLASH

IO Link terminal element

Base with 
integrated 
tube
Order no.
960 000 51

Base with 
integrated 
tube
Order no.
975 840 10

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 975 840 90

Base for Tube, metal
Order no. 975 840 91

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 960 000 50

Bracket for base mounting
Order no. 960 000 02

Bracket for base mounting
Order no. 960 000 53

Bracket for 1-sided mounting
Order no. 975 840 85

Bracket for 1-sided mounting
Order no. 960 000 52

Bracket for 2-sided  mounting
Order no. 975 840 86

Bracket for base mounting 
with concealed cable 
entry
Order no. 960 000 14

Bracket for base 
mounting with 
concealed cable entry
Order no. 960 000 55

Bracket for tube 
mounting
Order no. 960 000 01

Bracket for tube 
mounting
Order no. 960 000 54

Terminal element with  
CAGE CLAMP® technology
Order no. 640 800 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 900 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 810 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 910 00

 STEP 1
Select the required 
optical or audible 
elements in the correct 
voltage (for details see 
page 35).                                                          

 STEP 4
Where appropriate, 
select a base and the 
desired tube length (only 
for tube mounting) (For 
details see page 64).

 STEP 5
Where appropriate, 
select the bracket 
and the contact box 
(for details see page 
64).

Look at the signal de-
vice section on: 
www.werma.com

With the new signal 
tower configurator you 
can put together your 
own individual signal 
tower.

 STEP 2
Select the appropriate 
mounting option for 
your application.

 STEP 3
Select the correct ter-
minal element for your 
mounting option 
(for details see page 
37).

Further accessories can be found in our main catalogue page 64 or at www.werma.com.
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How to assemble your KombiSIGN 72 signal tower

Tube Mounting Tube MountingBase Mounting Base Mounting

Audible Signal Element

• 2 tone siren

Optical Signal Elements

• TwinLIGHT
• TwinFLASH

IO Link terminal element

Base with 
integrated 
tube
Order no.
960 000 51

Base with 
integrated 
tube
Order no.
975 840 10

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 975 840 90

Base for Tube, metal
Order no. 975 840 91

Tube Ø 25 mm, all anodised 
Order no.
100 mm long 975 845 10
250 mm long 975 840 25
400 mm long 975 840 40
600 mm long 975 840 60
800 mm long 975 840 80
1000 mm long 975 840 03

Base for Tube, plastic
Order no. 960 000 50

Bracket for base mounting
Order no. 960 000 02

Bracket for base mounting
Order no. 960 000 53

Bracket for 1-sided mounting
Order no. 975 840 85

Bracket for 1-sided mounting
Order no. 960 000 52

Bracket for 2-sided  mounting
Order no. 975 840 86

Bracket for base mounting 
with concealed cable 
entry
Order no. 960 000 14

Bracket for base 
mounting with 
concealed cable entry
Order no. 960 000 55

Bracket for tube 
mounting
Order no. 960 000 01

Bracket for tube 
mounting
Order no. 960 000 54

Terminal element with  
CAGE CLAMP® technology
Order no. 640 800 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 900 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 810 00

Terminal element with 
CAGE CLAMP® technology
Order no. 640 910 00

 STEP 1
Select the required 
optical or audible 
elements in the correct 
voltage (for details see 
page 35).                                                          

 STEP 4
Where appropriate, 
select a base and the 
desired tube length (only 
for tube mounting) (For 
details see page 64).

 STEP 5
Where appropriate, 
select the bracket 
and the contact box 
(for details see page 
64).

Look at the signal de-
vice section on: 
www.werma.com

With the new signal 
tower configurator you 
can put together your 
own individual signal 
tower.

 STEP 2
Select the appropriate 
mounting option for 
your application.

 STEP 3
Select the correct ter-
minal element for your 
mounting option 
(for details see page 
37).

Further accessories can be found in our main catalogue page 64 or at www.werma.com.
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Contact box for cable exit at side
Order no. 975 840 01

Tube with 
clamp
Order no.
960 000 18

Adaptor for 
single hole 
mounting
Order no.
960 000 25

Base with 
integrated 
tube
Order no.
975 840 10

Tube Ø 25 mm, all anodised 
100 mm long Order no. 975 845 10
250 mm long Order no. 975 840 25
400 mm long Order no. 975 840 40
600 mm long Order no. 975 840 60
800 mm long Order no. 975 840 80
1000 mm long Order no. 975 840 03

Base for Tube, plastic
Order no. 975 840 90

Base for Tube, metal
Order no. 975 840 91

Foldaway Base
Order no. 960 000 30

Foldaway Base
Order no. 960 009 12

Tube Ø 25 mm, plastic, 
only for Foldaway Base, 
45 mm long
Order no. 960 000 31

Bracket for base mounting
Order no. 960 000 02

Contact box for cable exit at side
Order no. 975 840 01

Contact box with magnetic base  
and cable exit at side
Order no. 975 840 04

Bracket for 1-sided mounting
Order no. 975 840 85

Bracket for 2-sided  mounting
Order no. 975 840 86

Corner fixing bracket
Order no. 960 000 41

Bracket for base mounting
with concealed cable entry
Order no. 960 000 14

Bracket for tube mounting
Order no. 960 000 01

Corner fixing bracket
Order no. 960 000 41

How to assemble your KombiSIGN 71 signal tower

 STEP 1
Select the required 
optical 
or audible elements in 
the correct voltage (for 
details see page 41).   
                                                        

Audible Signal Elements
• Buzzer element
• Siren element
• Vocal element 

Optical Signal Elements
• (LED) Permanent light
• LED Permanent light ultrabright
• (LED) Flashing light
• LED EVS element
• LED Blinking light
• LED Rotating light
• LED Permanent light element multicolour

Screw terminal
Order no. 640 820 00

Terminal element M12
Order no. 640 850 55

Terminal element with 
CAGE CLAMP® technology
Order no. 640 800 00

Screw terminal
Order no. 640 830 00

Terminal element M12
Order no. 640 860 55

Terminal element with 
CAGE CLAMP® technology
Order no. 640 810 00

Base Mounting Tube Mounting

 STEP 4
Where appropriate, 
select a base and the 
desired tube length (only 
for tube mounting) (For 
details see page 64).

 STEP 5
Where appropriate, 
select the bracket and the 
contact box (for details 
see page 64).

Look at the signal device 
section on: 
www.werma.com

With the signal tower 
configurator you can put 
together your own individu-
al signal tower.

 STEP 2
Select the appropriate 
mounting option for your 
application.

 STEP 3
Select the correct ter-
minal element for your 
mounting option 
(for details see page 
45).

960 000 54


